Network Performance Testing

eneral-purpose network
performance tests, such

as latency and bandwidth
benchmarks, do not represent the in
Vivo network usage of any particular
application—thus, such tests may yield
misleading results. Although special-
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atform is insensitive to receive-
28-byte offsets whereas the QsNet

platform rather surprisingly sees the best performance when the send buffer is

exactly 16 bytes ahead of the receive buffer.

purpose performance tests can provide
more insight into application behavior they
are often tedious to write and difficult to
explain to others.

coNCePTual HOME PAGE
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#########################################################################################################################

# coNCePTual program to test all possible combinations of sender and receiver alignment relative to a page bounda i
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#########################################################################################################################

The LabOratoryIS Performance and ﬁegizzidiaizli::zdvzzii];zc%xgé;izi?mpatibility as the coNCePTual language evolves.
" # pa he d 14
Architecture Lab has developed a new fepe e emer ot repacitions? and conss fcom *--repat or *-et with default 100,
maxo ff et is M aximum ff et in byt from a page boundary" and comes from "--maxofs" or "-o" with default 16K.
: . "Message size in bytes" and comes from "--size" or "-s" with default 1M.
tool that makes it easy to develop special- | =~
## Ensure that we have a peer with whom to communicate.
Assert that "the latency test requires at least two tasks" with num_tasks>=2.
purpose network performa nce tests.
# Ping-pong using every combination of sender and receiver misalignments.
. . For each sendalign in {0, 4, 8, ..., maxoffset}
Known aS CONCEPTUAI_’ thIS tOO| ConSIStS for each recvalign in {0, 4, 8, ..., maxoffset} {

task 0 outputs "Sender is and sendalign and "; receiver is offse
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of a domain-specific programming
anguage expressly developed for writing
network benchmarks.
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"Sender misalignment (B)" and

iver misalignment (B)" and
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then task 0 logs sendalign as
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A REAL-WORLD EXAMPLE

We recently plotted a bandwidth curve
and observed the characteristic “S” shape.
However, we noted a performance
discrepancy between the benchmarked
pandwidth and that observed by another
orogram. We believed the source of the
discrepancy to be the message-butfer
alignment. To test this hypothesis, we
wrote the brief coONCePTuaL program
shown in the next column.

Complete coNCePTuAL program for measuring bandwidth as a function of send- and
receive-buffer alignment.

Mellanox InfiniBand 4X across a pair of
dual 2.2 GHz Xeon nodes (PCI-X)
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coNCePTuAL enables a programmer to
focus on the important parts of a network
benchmark: communication and data
acquisition. We used coNCePTual's “C +
MPI” compiler backend to compile the
orogram shown above and observed the
nerformance shown below.

Quadrics QsNet across a pair of dual
1.3 GHz Itanium Il nodes (PCl bridged
to PCl-X)
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CONCLUSIONS

Network performance is extremely
sensitive to message-buffer alignment.
Page-aligned buftters yield suboptimal
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